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1. General Description

1) Connection

The 25-pin connector must be connected to the Parallel Printer Port of P.C.

2) CAPCODE

The pager is possible to have 6 addresses with 2 frames. The 6 addresses can be separated with 2 groups in 4 cases. (Refer to table)


Frame A
Frame B

Case 1
None
Address1~Address6

Case 2
Address1
Address2~Address6

Case 3
Address1~Address2
Address3~Address6

Case 4
Address1~Address3
Address4~Address6

The addresses in one group should be has same frame number.

And each Address can select for Private or Mail-drop address. “U” means Private address and “M” is Mail-drop address. Each sub address (or function bit) can select numeric type or alphanumeric type. “N” means numeric Type and “A” means alphanumeric type.

3) Option Parameter

The programmer has some kinds of option parameters. User can select parameter.

-. Baud Rate: 512, 1200 and 2400 bps

-. Address Frame: Case 1, 2, 3 and Case 4

-. Auto Space: On or Off

-. Sequential Lock: Off, 1~10 minutes

-. Melody Number: select one of 15 melodies. (1~15)

-. Maker Logo: Initial start display at 2nd line. (14 characters in English)

-. Start Logo: 1st line display when power is on. (14 characters in message code)

-. End Logo: 1st line display when power is off. (14 characters in message code)

-. Antenna display: Antenna Icon turned on In-range area, Out-of range area, always turn on and always turn off.

-. Signal Polarity: Normal and inverse
-. Out-of-range detect time: 0, 2, 4 and 8 minutes

4) Password

To use the ID Programmer, the password should be match with the password of data file and to program match with password of the pager. It’s required remembering the password.

5) Data File

The Programmer use data file (*.DAT) and the data file should be located at same folder with program.

2. Starting Program

After executing the program, input the password - «0» and [Enter]. The data file is selected using [Up] and [Down], press [Enter].

If the password match with data file, display CAPCODE screen.

3. CAPCODE Screen

The CAPCODE screen displays the CAPCODE value and type to program. The Option status shows only the parameters that are selected. 

You can modify the value(Edit), program pager(Write), read from pager(Read), data load from file(Load), data save to file(Save) and program with auto increment(Auto).

To change the screen to Option parameter, use [Tab].

4. Option Screen

The Option screen displays that are selected parameters.

You can modify the value(Edit), read from pager(Read), data load from file(Load)and data save to file(Save).

To change the screen to CAPCODE, use [Tab].

5. Edit Data

To edit data, press [E] and select items that want to modify using [Up] and [Down].

Change the value and press [Enter] or press [Space] for another chooses.

To finish editing, press [Escape].

6. Program the Pager

Press the [W] and only available in CAPCODE screen.

If the password does not match with one of the pager, it is impossible to program.

7. Read the Programmed Data from Pager

Press the [R], then the values of screen will change after reading from pager.

If the password does not match with one of the pager, it is impossible to read.

8. Load data from File

Press the [L], and select the file to load using [Up] and [Down]. Press [Enter].

9. Save data to File

Press the [S], and if you want to change, input the file name. Press [Enter].

10. Changing the Password

To change the password, Press [F1] in CAPCODE screen and insert New Password. Press [Enter].

